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(57) ABSTRACT

The invention relates to a rotor blade for a wind turbine. The
rotor blade comprises a shell and a spar forming a longitudi-
nally extending hollow structure within the shell and com-
prising: a leading web, a trailing web, and one or more addi-
tional webs. Each additional web defines an intermediate
portion between a hub end and a tip end. The intermediate
portion of each additional web is spaced apart from the lead-
ing and trailing webs and at least one of the tip and the hub
ends is connected to or integral with the leading or the trailing
web. The invention further relates to a wind turbine compris-
ing the rotor blade, and a method for manufacturing the rotor
blade.

14 Claims, 5 Drawing Sheets
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1
ROTOR BLADE FOR A WIND TURBINE AND
A METHOD FOR MAKING THE SAME

FIELD OF THE INVENTION

The present invention relates to a rotor blade for a wind
turbine comprising a spar with two webs defining a longitu-
dinally extending hollow structure. Moreover, the present
invention relates to a wind turbine comprising a rotor blade
and to a method of manufacturing the rotor blade.

BACKGROUND OF THE INVENTION

Typically, a rotor blade for wind turbines comprises a spar
for transferring the load from the rotor blade to the hub.
Different kinds of forces act on the blade in use. A first is the
centrifugal force acting on the blade in a longitudinal direc-
tion of the blade. This force is caused by the rotation of the
blade about the hub. A second kind is forces acting on the
rotor blade in a thickness direction i.e. a direction extending
through the leeward and the windward side of the rotor blade.
These forces are caused by the wind acting on the blade. A
third kind is forces acting on the rotor blade in a chord direc-
tion i.e. a direction extending through the leading edge and
the trailing edge of the rotor blade. These forces are caused by
gravity, when the blade extends in the horizontal direction or
in any other direction transverse to the vertical direction.

Asthe size of wind turbines increases, the rotor blades have
increasing length, thickness and width. The centre of elastic-
ity of the blade is highly dependent on the position of the spar
inside the blade. Thus with increased width of the blade, the
distance from the trailing edge and/or the leading edge to
centre of elasticity is increased. This causes the blade to be
more vulnerable to the third kind of abovementioned forces,
i.e. forces in the chord direction, as the edgewise stiffness
decreases.

It is an object of embodiments of the present invention to
provide a rotor blade which has an improved ability of trans-
ferring load in the direction of the chord.

DESCRIPTION OF THE INVENTION

In a FIRST aspect, the present invention relates to rotor
blade for a wind turbine, the rotor blade comprising a shell
and a spar, the shell forming a windward and a leeward side
and the spar forming a longitudinally extending hollow struc-
ture within the shell, the spar comprising:

a leading web,

a trailing web, and

one or more additional webs,

wherein each web extends between the windward and lee-
ward sides of the shell,

wherein each additional web defines an intermediate por-
tion between a hub end and a tip end, and

wherein the intermediate portion of each additional web is
spaced apart from the leading and trailing webs and at least
one of the tip and the hub ends is connected to or integral with
the leading or the trailing web.

One advantage of the present invention is that the stiffness
of the blade in the chord direction may be increased by the
provision of one or more additional webs. Moreover, the
provision of one or more additional webs allows for a design
in which the centre of elasticity of the rotor blade may be
moved towards the leading or the trailing edge at the choice of
the designer.

In general it will be appreciated that the additional web
carries longitudinal stiffness over most of the blade
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In the context of the present invention, the term leading
edge shall be understood as the edge that, during operation,
hits the air first. Similarly, the term trailing edge shall desig-
nate the rearmost part of the rotor blade.

In the context of the present invention, the term “chord”
shall designate the distance from the leading edge to the
trailing edge of the rotor blade at any given position along the
length of the rotor blade.

Further in the context of the present invention, the term
“thickness” shall designate the distance between the wind-
ward and the leeward side of the rotor blade.

Moreover in the context of this invention, the ‘proximal
end’ of the rotor blade shall designate the hub end, and the
‘distal end’ of the rotor blade shall designate the tip.

Additionally in the context of the present invention, the
term “length” of the rotor blade shall designate the direction
from the hub to the tip. Dimensions in this direction may in
this invention be said to be shorter or longer. Unless otherwise
stated the longitudinal direction shall be a direction extending
in the direction of the length or substantially in said direction.

Furthermore, the term “width” shall designate the direction
from the leading edge to the trailing edge, i.e. the direction of
chord of the rotor blade. Dimensions in this direction may in
this invention be said to be wider or narrower.

Additionally, the term “thickness” of the rotor blade shall
designate the direction extending between the windward to
the leeward side of the rotor blade, i.e. a direction transverse
to the chord. Dimensions in this direction may in this inven-
tion be said to be thicker or thinner.

The spar forms a longitudinally extending hollow structure
which may extend from the hub in the direction of the tip. The
spar is used to transfer load from the rotor blade to the hub of
the rotor blade. Such loads can be tensile and compression
forces or torque.

The longitudinally extending hollow structure defined by
the spar may have a cross-section in a direction transverse to
the longitudinal direction which defines any shape such as a
rectangular polygon, a square, an oval shape, an elliptic
shape, a super-elliptic shape or a circular shape cross-section.

Moreover, the spar comprises one or more additional webs
each of which defines a hub end, a tip end and an intermediate
portion between the extremities. It will be appreciated that the
latter is positioned between the tip end and the hub end. The
spar may comprise any number of additional webs, such as
one, two, three, four, five etc. In one embodiment, one or
more—such as all—of the additional webs is/are positioned
between the leading web and the leading edge of the rotor
blade. In another embodiment, one or more—such as all—of
the additional webs is/are positioned between the trailing web
and the trailing edge of the rotor blade.

The spari.e. the one or more of the webs and/or one or more
of the caps, may comprise a fibre material such as carbon
fibres, glass fibres or basalt fibres. In one embodiment the
additional web comprises one or more of such fibers.

Each of the additional webs is arranged such that the inter-
mediate portion is spaced apart from the leading and trailing
webs while the tip and/or the hub end(s) is/are directly con-
nected to or integral with the leading or the trailing web. In
one embodiment of an additional web, the hub end is directly
connected to or integral with the leading or trailing web,
while both the intermediate portion and the tip end are spaced
apart from the leading or trailing web. In another embodi-
ment, the hub end and the intermediate portion are spaced
apart from the leading or trailing web, while the tip end is
directly connected to or integral with the leading or trailing
web.
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In the context of the present invention, the term “directly
connected to” shall be understood such that one surface of the
additional web abuts a surface of the leading or trailing web.
In some embodiments, said abutment surfaces are utilised to
adhere the additional web to the leading or trailing web.

In one embodiment, the shell forms a leading edge and a
trailing edge and the rotor blade defines a trailing additional
web arranged between the trailing edge and the spar. More-
over in said embodiment, the trailing additional web may
form at least a part of the shell in the area of the trailing edge.
In one embodiment, the trailing additional web defines a
separate element which defines the trailing edge of the shell
i.e. both the leeward and the windward side of the trailing
edge. In the latter embodiment, the entire shell is defined by
the two shell halves and the separate element. By designing
the trailing additional web such that it defines a part of the
trailing edge, a simpler structure may be provided for.

10 percent of the length of the trailing edge may be defined
by the trailing additional web, such as 20 percent, such as 25
percent, such as 30 percent, such as 33 percent, such as 40
percent, such as 50 percent, such as 60 percent, such as 66
percent, such as 70 percent, such as 75 percent.

Alternatively, or as a supplement, a leading additional web
may be arranged between the leading edge and the leading
web. Moreover, the leading additional web may form at least
a part of the shell in the area of the trailing edge. In one
embodiment, the leading additional web defines a separate
element which defines the leading edge of the shell i.e. both
the leeward and the windward side of the leading edge. In the
latter embodiment, the entire shell may be defined by the two
shell halves and the separate element.

10 percent of the length of the leading edge may be defined
by the leading additional web, such as 20 percent, such as 25
percent, such as 30 percent, such as 33 percent, such as 40
percent, such as 50 percent, such as 60 percent, such as 66
percent, such as 70 percent, such as 75 percent.

Furthermore one or more interconnecting elements may be
provided. The interconnecting elements may be arranged to
abut one of the additional webs and one of the leading and
trailing webs so as to space apart the intermediate portion of
said additional web from the leading and trailing webs.

The interconnecting elements may be useful during manu-
facture to space the additional web apart from the leading and
trailing web and to retain the additional web in this position
until the additional web is fastened to other parts of the rotor
blade such as its shell. The interconnecting elements may be
used to transfer load from the additional web to the leading/
trailing web in the area of the intermediate portion of the
additional web.

In one embodiment, the leading web and the trailing web
are interconnected by at least one cap which extends in the
width/chord direction of the blade. In one embodiment, one
cap is provided and interconnects the leading and trailing web
so as to define an H-shaped cross-section. In one embodi-
ment, a leeward cap and a windward cap are provided which
are interconnected at their longitudinal edges by means of the
leading and the trailing webs whereby the longitudinally
extending hollow structure is defined.

In the latter embodiment, each of the longitudinally
extending edges of the webs is connected/fastened to a lon-
gitudinally extending edge of one of the two caps. Similarly in
said embodiment, each of the longitudinally extending edges
of'the caps is connected/fastened to the longitudinally extend-
ing edge of one of the two webs.

The leeward cap and/or the windward cap may define a part
of'the aerodynamic profile of the rotor blade. Similarly, one or
more of the additional webs may define a part of the leading
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or the trailing surface of the rotor blade as is described above.
By designing the spar and/or the additional web such that
it/they define a part of the aerodynamic profile of the rotor
blade, a simpler and often lighter design may be achieved.

In order to transfer load from the additional web to the
leading or trailing web, the additional web may be integral
with or directly connected to the leading/trailing web. In one
embodiment, the additional web is integral with the leading or
trailing web such that a V-shaped element defines both an
additional web and trailing/leading web.

In one embodiment, the longitudinally extending hollow
structure defines a mounting structure with an adhering sur-
face to which one or more additional webs is adhered so as to
allow tensile forces to be transferred from the additional web
to the mounting structure. The mounting structure and the
additional web may be shaped such that the tensile forces are
gradually transferred from the additional web to the mounting
structure when seen from the intermediate portion of the
additional web and towards its hub end thereof.

In one particular embodiment, the mounting structure
defines a tapered protrusion extending from an outer surface
of the spar i.e. at an angle between 0 and 90 degrees with
respect to the longitudinal direction of the rotor blade. More-
over, in said embodiment the additional spar may have a
tapered end, which may be adhered to the tapered protrusion
such that a joint cross-sectional area of the additional spar and
the mounting structure—in the area of overlap—is constant
or changes gradually in the area of overlap when seen from
the intermediate portion of the additional web and towards its
hub end thereof. The advantage is that dramatic changes in the
stress along the length of the additional web may be avoided.

In one embodiment, the tapered end of the spar and the
tapered protrusion of the mounting structure are designed
such that as much of the force transferred from the additional
web to the mounting structure is transferred as shear forces
i.e. such that the normal/tensile forces are minimised. The
advantage is that a bonding by adhesion is normally capable
of transferring a larger amount of shear forces than normal
forces.

It will be appreciated that the closer the surfaces for adher-
ing is to being parallel with the longitudinal direction of the
additional web, the larger is the percentage of the shear stress
in the area of the joint compared the normal stress. It will also
be appreciated that the larger the area of the two tapered
surfaces are, the lower the shear stress generally is.

In a SECOND aspect, the present invention relates to a
wind turbine comprising a plurality of rotor blades according
to the first aspect of the invention. It will be appreciated that
the invention according to the second aspect may comprise
any combination of features and elements of the invention
according to the first aspect.

In a THIRD aspect, the present invention relates to a
method for manufacturing a spar adapted to form a longitu-
dinally extending hollow structure with a hub portion and a
tip portion within a shell of a rotor blade for a wind turbine,
the spar defining a tapered mounting structure extending from
an outer surface of the spar and defining an adhering surface
to which an additional web may be adhered so as to allow
tensile forces to be transferred from the additional web to the
mounting structure, the method comprising the steps of:

winding a sheet of reinforcing material around a mandrel

so as to form the spar,

providing a space-defining element in the area of the hub

portion of the spar, and
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winding the sheet of reinforcing material around the space-
defining element, so as to form the tapered mounting
structure at least a part of which is spaced apart from the
outer surface of the spar.

In one embodiment, at least a part of the space-defining
element is wedge shaped, and provided on the spar such that
the thickness of the wedge decreases in the direction of the
hub portion of the spar. In another embodiment, at least a part
of'the space-defining element comprises a foamed material. It
will be appreciated that by providing a foamed material the
space-defining element may be light relative to its volume,
whereby the element provides an insignificant contribution to
the total weight of the spar and, thus, the blade.

It will be appreciated that by providing the shape-defining
element, the tapered mounting structure may easily be
defined as a part of the process of forming the spar. Moreover
it will be appreciated that by manufacturing the shape-defin-
ing element by means of the sheet of reinforcing material, a
strong and light structure may be provided for.

The invention according to the third aspect may comprise
any combination of features and/or elements of the invention
according to the first aspect.

DESCRIPTION OF THE DRAWINGS

Examples of the invention will now be described with
reference to the drawings in which

FIGS. 1 and 3 disclose a cross-section of the rotor blade in
aplane extending through the chord and the length of the rotor
blade,

FIG. 2 discloses a cross-section of the rotor blade ina plane
extending through the thickness and the length of the rotor
blade,

FIGS. 4-8 disclose cross-sections of the rotor blade in a
plane defining a right angle with the length of the rotor blade,

FIG. 9 discloses an isometric view of a spar according to
the present invention,

FIGS. 10 and 11 disclose cross-sections of the spar, with-
out the trailing additional web,

FIGS. 12 and 15 each discloses an isometric view of a
completed spar, i.e. with the trailing additional web,

FIGS. 13 and 14 disclose cross-sections of the spar of
FIGS. 12 and 15,

FIG. 16 discloses the cross-section of FIG. 17, i.e. a spar
with a mounting structure for fastening the trailing additional
web to the spar, and

FIG. 17 discloses the provision of a foam to define the
tapered protrusion of the mounting structure.

FIG. 1 discloses a rotor blade 100 for a wind turbine (not
shown) with a shell 101 defining a leading edge 102, a trailing
edge 104, a leeward side 103 and a windward side 105. The
rotor blade 100 comprises a spar 106 which extends in a
longitudinal direction 108 of the rotor blade 100. The spar
106 forms a hollow structure with a longitudinally extending
cavity 109 as may be seen in FIGS. 4-8. The hollow structure
is defined by a leeward cap 110, a windward cap 112, a
leading web 114 and a trailing web 116. Each of the caps
110,112 and the webs 114,116 define longitudinal edges 118
which are used to adhere the caps 110,112 and the webs
114,116 to each other. Accordingly, the two longitudinal
edges 118 of the windward cap 112 are fastened to the lower
longitudinal edges 118 of the leading web 114 and the trailing
web 116. Similarly, the two longitudinal edges 118 of the
leeward cap 110 are fastened to the upper longitudinal edges
118 of the leading web 114 and the trailing web 116. The
longitudinal edges 118 may define tapered end surfaces 120
asmay beseenin FIG. 5 for aligning the webs 110,112 and the
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webs 114,116 relative to each other before and during the
adhering procedure. The spar further comprises a trailing
additional web 122 which is integral with the spar 106 which
is discussed further below. The trailing additional web 122 is
spaced from the trailing web 116 by means of spacing ele-
ments 124 which are used to space an intermediate portion
126 of the trailing additional web 122 from the trailing web
116. Moreover, the trailing additional web 122 comprises a
hub end 128 and a tip end 130 between which the intermediate
portion 126 is provided, see FIGS. 12 and 15. In the embodi-
ments of the figures, both the hub end 128 and the tip end 130
are integral with the spar 106. Accordingly, the longitudinal
edges 118 of both the hub end 128 and the tip end 130 are
adhered to the longitudinal edges 118 of the caps 110,112,
whereby the cavity 109 is defined partly by the trailing addi-
tional web 122 in the area of the hub end 128 and the tip end
130.

FIG. 9 discloses the process of assembling the spar 106.
Initially, the caps 110,112 and the webs 114,116 are adhered
to each other. Subsequently, the interconnecting elements 124
are positioned along the length of the trailing web 116. There-
after, the trailing additional web 122 is moved into the posi-
tion (illustrated in FIG. 13) in which the longitudinal edges
118 of the trailing additional web 122 are brought into con-
nection with the trailing longitudinal edges 118 of the caps
110,112. At the same time the trailing additional web 122 is
brought into contact with the interconnecting elements 124
which causes the trailing additional web 122 and the trailing
web 116 to be spaced apart as illustrated in FIGS. 12, 14 and
15. It will be appreciated from FIGS. 12 and 15, that the
trailing web 116 may in some embodiments be longitudinally
spaced apart from the trailing additional web 122, whereby a
passage 132 may be defined between the trailing web 116 and
the trailing additional web 122.

FIGS. 16 and 17 discloses another embodiment of the
present invention, in which a mounting structure is defined on
the hub end of the spar. As is described below, the spar may be
defined by winding sheets of reinforcing layer around a man-
drel.

FIG. 16 discloses a cross-section of a spar 106 comprising
a mounting structure 134 defining a tapered end 136. The
mounting structure 134 extends in a direction away from the
hub end 138 of the spar 106. Similarly, the trailing additional
web 122 defines a tapered end 140 which causes the trailing
additional web 122 to be narrower in the direction of the hub
end 138. Both the tapered ends define adhering surfaces 142,
which are used to adhere the tapered ends 136, 140 together.
As the two tapered ends 136, 140 are tapered in opposite
directions, the thickness of the trailing additional web 122
only changes gradually in the area of overlap. Accordingly,
sudden changes in the stress in the trailing additional web 122
are avoided or minimised.

From FIG. 16, it will be appreciated that the plane defined
by the adhering surfaces 142 is close to being parallel with the
general direction of the additional web 122. This causes the
ratio of shear stress compared to tensile/normal stress to be
high in the area of adhesion. In other words, a significant
amount of the force transferred via of the adhering surfaces
142 is transferred as shear forces rather than normal/tensile
forces.

In order to manufacture, the tapered end 136, a foam 144 (a
shape defining element) may be provided on the outer surface
of'the spar 106 during manufacture. This is illustrated in FIG.
17.

Initially a sheet of a reinforcing layer is wound around a
mandrel (not shown). When the desired radial dimension of
the spar is achieved, a shape defining element e.g. in the form
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of a foam 144 is positioned on the spar and the process of
winding the layer of reinforcing layer is continued. Due to the
provision of the foam 144, the continued winding of the
reinforcing layer causes the tapered part to be build up in the
area of the foam 144. The tapered part may be seen in FIG. 16.
One advantage of using a foam is that it is light and inexpen-
sive and may thus form part of the final product. In other
embodiments, the shape-defining element is reused and may
e.g. be made of metal.

The invention claimed is:

1. A rotor blade for a wind turbine, the rotor blade com-
prising a shell and a spar, the shell forming a windward and a
leeward side and the spar forming a longitudinally extending
structure within the shell, the spar comprising:

two caps;

a leading web;

a trailing web; and

one or more additional webs;

wherein each web extends between the windward and lee-

ward sides of the shell;

wherein the leading web and trailing webs are intercon-

nected by the caps to form a hollow structure;

wherein each additional web has a hub end and a tip end

and defines an intermediate portion between the hub end
and the tip end where at least one of the tip and the hub
ends is directly connected to the caps or the leading or
the trailing web; and wherein in a direction transverse to
the longitudinal direction of the spar when at a cross
section of the spar along the intermediate portion, the
intermediate portion of each additional web is spaced
apart from the leading and trailing webs.

2. The rotor blade according to claim 1, wherein the shell
forms a leading edge and a trailing edge and wherein the rotor
blade defines a trailing additional web arranged between the
trailing edge and the trailing web.

3. The rotor blade according to claim 2, wherein the trailing
additional web forms at least a part of the shell in the area of
the trailing edge.

4. The rotor blade according to claim 1, wherein the shell
forms a leading edge and a trailing edge and wherein the rotor
blade defines a leading additional web arranged between the
leading edge and the leading web.

5. The rotor blade according to claim 4, wherein the leading
additional web forms at least a part of the shell in the area of
the leading edge.

6. The rotor blade according to claim 1, further comprising
one or more interconnecting elements arranged to abut one of
the additional webs and one of the leading and trailing webs
s0 as to space apart the intermediate portion of said additional
web from the leading and trailing webs.

7. The rotor blade according to claim 1, wherein one of the
caps is a leeward cap, the other of the caps is a windward cap,
the leeward and windward caps have longitudinal edges, and
the leeward and windward caps are interconnected at their
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longitudinal edges by means of the leading and the trailing
webs so as to define the longitudinally extending hollow
structure.

8. The rotor blade according to claim 7, wherein at least one
of'the leeward cap and the windward cap defines a part of an
aerodynamic profile of the rotor blade.

9. The rotor blade according to claim 1, wherein the lon-
gitudinally extending hollow structure defines a mounting
structure with an adhering surface to which one or more
additional webs is adhered so as to allow tensile forces to be
transferred from the one or more additional webs to the
mounting structure.

10. The rotor blade according to claim 9, wherein the
mounting structure and the one or more additional webs are
shaped such that the tensile forces are gradually transferred
from the one or more additional webs to the mounting struc-
ture when seen from each of the intermediate portions of the
one or more additional webs and towards the hub ends
thereof.

11. The rotor blade according to claim 9, wherein the
mounting structure defines a tapered protrusion extending
from an outer surface of the spar, and wherein each of the one
or more additional webs has a tapered end, which is adhered
to the tapered protrusion such that a joint cross-sectional area
of'each of the one or more additional webs and the mounting
structure is constant or changes gradually in the area of over-
lap when seen from the intermediate portion of the additional
web and towards its hub end thereof.

12. The rotor blade according to claim 9, wherein the
mounting structure defines a tapered protrusion extending
from an outer surface of the spar, and wherein each of the one
or more additional webs has a tapered end.

13. A wind turbine comprising a plurality of rotor blades
according to claim 1.

14. A rotor blade for a wind turbine, the rotor blade com-
prising a shell and a spar, the shell forming a windward side,
aleeward side, a leading edge, and a trailing edge and the spar
forming a longitudinally extending structure within the shell,
the spar comprising:

a leading web, a trailing web, a first cap, and a second cap,
the leading and trailing webs being interconnected by
the first and the second caps to form a hollow structure;
and

at least one additional web,

wherein each of the at least one additional web has a hub
end and a tip end and defines an intermediate portion
between the hub and tip ends, where at least one of the
hub and tip ends is directly connected to the caps or the
leading or the trailing web, and

wherein the intermediate portion of each of the at least one
additional web is spaced apart from the leading and
trailing webs and the leading and trailing edges.
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